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General description 

The DS202020 is a web server with native KNX connection 
with remote control support from Ingenium free apps (iOS or 
Android) and from a web browser. 

It is possible to view KNX projects by plans (configured in the 
SIDEKNX tool) or by rooms (images, labels, icons, etc. fully 
configurable by the user from iOS/Android APPs). 

Features 

▪ This device has Wi-Fi connection and one RJ45 port.  

▪ Support for annual schedules, technical alarms and push 

notifications. 

▪ Possibility of creating user scenes by the end customer. 

▪ Compatibility with Alexa and Google Home. 

▪ Arithmetic logic unit and scripts. 

▪ Increased speed of information processing. 

▪ Possibility of configuration as a Modbus server. 

Technical information 

Main power 
supply 

230V AC 

Max. power 
consuption 

2.6VA @ 230V AC 

KNX supply 29V DC from KNX BUS 

Consumption 1mA from KNX BUS 

Connections KNX BUS terminal connection 
Ethernet and Wi-Fi 

Dimensions 90 x 105 x 53mm (6 modules DIN rail) 

Mounting DIN rail 

Environment 
temperature 
range 

Operation: -10º to 55ºC 
Storage: -30º a 60ºC 
Transportation: -30º to 60ºC 

Regulation According to the directives of 
electromagnetic compatibility and low 
voltage. EN 50090-2-2 / UNE-EN 61000-
6-3:2007 / UNE-EN 61000-6-1:2007 / 
UNE-EN 61010-1 

Installation 

 

Remarks 

▪ Feed low voltage lines (KNX bus and inputs) in separate 

ducting to that of power (230V) and outputs to ensure there 

is enough insulation and avoid interferences. 

▪ Do not connect the main voltages (230V) or any other 

external voltages to any point of the KNX bus or inputs. 
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