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1 Introduction

The Development System KNX® (SiDE KNX) is the software for programming Bes web servers and touchscreens.

Some of the general features of the SIDE KNX are the following:

o Fastand intuitive programming: It is a graphic editor in which what is seen is what is programmed. Al controlled devices added to the project
are intuitively displayed on the plans and the icons are configured according to programming needs.
¢ Important ETS Information: Group addresses created in the ETS project can be imported in *.xml format to facilitate programming.

o FTP programming: The programming of the device is done very quickly by downloading the project by FTP through the Wi-Fi or Ethernet
connection.

o Free and easy updates: Both the software and the firmware of the devices are easily upgradeable online for free.

With this software, the programmer can include plans (normally photos or 3D drawings of the rooms of the house or areas of the installation) and on them
the icons of the controlled objects. Each icon is linked to different KNX devices for control. When everything is programmed, the project must be
transferred to the touch screens or web servers, to do this it is necessary to be connected to the equipment by TCP/IP connection. The equipment wil
automatically reboot and when finished, it will be ready to operate.

standard

|Button .
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+ inverted

+ multimedia
+ appliances
+ scenes

+ climate

+ imported icons
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2 Technical description

7,1’ colour capacitive touch screen.
e Resolution: 640 x 480 pixeles
e Colours: 18 bits
e Supply: BES KNX or 12V from an auxiliary power supply
e Consumption:
340mA auxiliary power supply @ 29V.
1 mA from KNX bus.
o Size:205x138x22 mm
e Assembly: Bottom box is included to fit the equipment (See the installation diagram).

22 VIIP10

10,1’ colour capacitive touch screen.
e Resolution: 800 x 480 pixeles
e Colours: 18 bits
e Supply: BES KNX or 12V from an auxiliary power supply
e Consumption:
370mA auxiliary power supply @ 29V.
1 mA from KNX bus.
o Size:276x 182 x27 mm
e Assembly: Bottom box is included to fit the equipment (See the installation diagram).

23 ETHBUS4 K

WEB server for remote control of KNX installations

e  Connection: 10mb/s ethernet port and WI-FI
e Power supply: 29 Vdc from KNX BUS

e  Consumption: 1 mA from KNX bus

o Dimensions/Mounting: DIN rail (6 modules)

24 ETHBUS loT-K

WEB server for remote control of KNX installations

e  Connection: 10mb/s ethernet port and WI-FI
o Power supply: 29 Vdc from KNX BUS

e Consumption: 1 mA from KNX bus

e Dimensions/Mounting: DIN rail (6 modules)

www.besknx.com KN X
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3 First steps

If this is your first time programming a BES screen or web server, you can read the following quick guide to get a brief idea of how to build a project with
Side KNX software.

o First, select the type of project according to the device model to be programmed by clicking on the new button. If you want to program an
ETHBUS 4-K or ETHBUS-K-loT (DS202020 or DS20300) you must press the VIP option.

Choose the type of configuration, either by plans or by rooms. Depending on the needs, it is possible to program the equipment appropriately.
In this manual, programming by plans will be explained first, and later by rooms.

Plans

Rooms

VIIP

Select plan configuration to begin programming.

Rooms

Select the display background. It is possible to upload any bmp image, be it a photograph or a 3D design.

Clicking on each available icon in the left area of the window will add it to the map and once in it, it can be dragged to the desired location.

www.besknx.com KNX
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o Select the type of control for each icon in the right area of the window to configure its operation.

Type

[Butten - |

o Link the icon to the KNX group addresses. You can write the group address manually or use the selector if you have previously imported the
addresses from the ETS.

Button functionality

| Toagle -
Feedback & 0/0/0 E

«  Connect the screen or web server to the same network as the PC to download the project via Wi-Fi or Ethernet and finally press the FTP
button to transfer the project to the IP address of the device.

™

In the case of using a web server, the IP that comes from the factory is 192.168.1.6. The IP can be consulted using the Ingenium Tracker
software. In order for it to detect it, the PC must be in the same subnet.

o After downloading the programming the equipment will restart and the new configuration will be available.

www.besknx.com KNX
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4 General

4.1 Device

Select the type of the project

Smart Touch PPL - ETHBUS VIIP

Once here, the device screen must be selected for later configuration.

4.2 Firmware update

B ingenium Y ‘

It is recommended to update the firmware of the display before making any configuration on it. It must be done through the settings menu on the screen
itself, which must be consulted in the user manual.

4.3 Group addresses import

EL SIDE KNX allows you to import group addresses created in any ETS Project by clicking on the Environment menu and on Import group addresses.
The file to import must be in XML format.

Once the group addresses have been imported, each object can be selected for icon type programming.

Type
|Button .
Name
Button functionality
[ Toggle -
[0/0/1] kitchen light g 0/0/1
Feedback A 0/0/0 E

www.besknx.com
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Click on the Delete group addresses option in the same menu to delete them from the SIDE KNX project. It is recommended to do this before importing a
new xm file.

4.4 Individual address assignment

The display's individual address is not assigned by the ETS like other KNX devices. This screen is fully programmable by the SIDE KNX, including
individual address and group address association.

Click Project > Individual Address on the menu bar to display the individual address setting window.

Enter the individual address of the device

0.0.254

Here you configure the individual KNX address that the device takes when it is programmed. It is manually typed in the standard individual address
format; X.X.X

www.besknx.com KNX
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5 Programming
5.1 Adding drawings to the project

Plans or “.bmp” images (normally a photograph or a 3D plan of the rooms of the house or areas of the installation) can be added and deleted using the

following icons.

Use the arrows or the selector on the right to navigate between the plans of a project.

The question mark on the right lets you know the path of the image. When moving a project to another folder or to another computer, the location of the
images may change and they must be recovered. To do this, first find the file by checking the path on the question mark icon and add it again using the
correct path.

9.2 Adding icons

Icons can be added to the current map using the icon set on the left. Open each category and click on the desired icon, then click on the area of the map
where you want to place it.

Boo
oy =
& T [r
& & |

@ [ =3

Itis possible to activate the grid and select the step to align the icons more easily.

Grid

Right click on the icon to Delete, Copy or Change Icon (if you want to change the appearance without changing the properties) or Bring to Front (if you
want this icon to be above any other object on the screen)

www.besknx.com KNX
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Click on each icon to select it and then program each one using the panel on the right. The types of icons available and their communication objects are
explained below.

Dimmer
Shutter/Blind
Thermostat
Sound Controller
Custom Panel
Scene

IP Camera

Color Picker

Feedback & 0/0/0 E

Use the name field to write the label that the icon will have on the screen and fill in the group addresses for each communication object.

Click on the following button to link more than one group address (previously loaded) to the communication objects: =3

www.besknx.com KNX


http://www.besknx.com/

DS1IXXXXX Graphic controllers ingenium ¢
Programming manual

5.3.1 Button

When the Button type is selected, the following options appear:

configuration

Type

Dimmer
Shutter/Blind
Thermostat
Sound Controller
Custom Panel
Scene

IP Camera

Color Picker

Feedback 0/0/0 §

TOGGLE BUTTON

Use the Toggle option to control a light or any other output like a switch. The following communication objects can be programmed:

Button functionality

|Taggle .
[cticn & oor0
[Feedback B o/0/0 =
Object Name Length  DPT Flags
C R W T U
0 Switch .Object: 1bit  1.001 . .
Drive
Switch Object: :
1 notification 1hit  1.001 . o .

PUSH BUTTON (PRESS/RELEASE)

Use the push type if different actions need to be executed depending on press events or release events. When a button is configured as a push button,
itis also necessary to configure whether the action on press, on release, or both is used.

Button functionality
|Push Button

|Press

Press

| e - |

Press value 1

— L

Feedback 0/0/0 E

Use the selector to choose the size and dpt of each object.

www.besknx.com KNX
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Press

DPT 5.* 8-bit unsigned value
DPT 6.* B-bit signed value
DPT 7.* 2-byte unsigned value
DPT 8> 2-byte signed value
DPT 9.* 2-byte float value

Name

0 Press object: action o o

1 Drop object: action ) o

2 Press/Drop: notification ) ) o
LONG/SHORT BUTTON

Use the long/short button if it is necessary to execute different actions with long and short presses of the icon. When this button is configured, the time
that the equipment uses to evaluate the type of pulsation must be configured.

Button functionality

[CongZShat | - |
Short Press

| CENERET [ - |

Short press value 1

— L

Detection time (ms.) 300

Long Press

| NN - |

Long press value 0

Long Press Object 0/0/0

Feedback 0/0/0 E

Name

0 Short press object: action ) o

1 Long press object: action ) o

2 Long/short: natification ) o o
5.3.2 Dimmer

When the Dimmer type is selected the objects are displayed:

www.besknx.com KN X
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Type

|oimmer .

Name

DOn/Off switching [1 bit] 0/0/0
oo =

0/0/0
0/0/0 =

Name Lenght DPT
0 On/Off drive 1bit  1.001 ) .
1 Notfioaton 1t~ 1.001 5 - .
2 Shinning value 1 byte 5.001 o )
3 nimgﬂgn lbyte 5.001 . . 5

5.3.3 Shutter/Blind

When the Shutter/Blind type is selected, the following objects are displayed:

Type
[Shutter/Biind - |
Name
[~ Blind (with lamella)
[Fostion (1 byte) . 0/0/0
[Postion feedback 1 byte) . 0/0/0 =
Object Name Lenght DPT
0 Position 1hbit  1.001 o o
1 Cusilen 1bit  1.001 . . 5
notification
2 Slat position 1 byte 5.001 ) .
3 Slat notification 1 byte 5.001 ) ) .

www.besknx.com KN X


http://www.besknx.com/

DS1IXXXXX Graphic controllers ingenium ¢
Programming manual

5.3.4 Thermostat

Use this type of icon to control a home automation system thermostat, temperature sensor, gateway, etc., by using a thermostat control dialog.

When the type of Thermostat is selected, the following objects are displayed:

Type
|Thermostat .

Name

(0n/0ff switching (1 bit] 0/0/0
Dr/Oif feedback (1 bit) 0/0/0 =

Setpoint temperature (dpt3) 0/0/0
Setpoint temperature feedbad 0/0/0 =

o =

£+  Settings

0 On/Off drive 1 bit 1.001 o o
1 Notification On/Off 1 bit 1.001 ) ) o
2 Setpoint temperature 2 bytes  9.001 ) .
Setpoint temperature
3 notification 2 bytes  9.001 ) ) .
Room temperature
5 notification 2 bytes  9.001 ) ) .

Click the configure button on the thermostat to set things like modes and limits.

www.besknx.com KNX
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External

Modes configuration

Limits

General

Thermostat type: Use the selector to choose whether the icon is associated with an external thermostat, temperature probe, gateway, etc., or with the
internal thermostat of the device, in this case, the configuration is carried out in another window (see the Internal Thermostat chapter).

Modes configuration

In the thermostat control dialog, there can be two rows of icons that can be configured and parameterized for any purpose of the controller, for example,
control of modes, fan speeds, etc.

First select the behaviour of the icon group and choose between the two types of controls: binary (individual bit communication objects for each icon) or
bytes (one byte communication object for the icon group).

Row 1

Control type Binary >

e D D D D D

Click on the Add new button and select one of the icons from the list, then click on one of the boxes. Finally, write the group addresses and values for each
icon.

Limits

Itis possible to restrict the setpoint limits so that they can be modified by the user from the thermostat control dialog. If not limited, the user will be able
to send values from 0°C to 51°C. If limits are enabled, it is possible to adjust the minimum and maximum value sent.

Gensral Absolute limits

Modes configuration

www.besknx.com KNX
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The parameter called Show limited sefpoint allows to hide/show the true setpoint temperature chosen by the user. When this parameter is set to No, the
set point scroll bar on the screen will show the temperature from 0°C to 51°C, although internally it is limiting the actual set point according to the
configuration. When the parameter is set to yes, the limited true setpoint temperature can be viewed by the user.

5.3.5 Scene

When the Scene type is selected, the following options are displayed:

|Scene .
Name

S cene execution M 0/0/0

Scene number (1-64)
1

300

The scene icon can be programmed to send a value from 1 to 64 (0x00 to 0x40) to the object. Upon receiving these values, the KNX actuators will
remember their internal scene of the number corresponding to it.

The Save scene check box allows you to execute a save function with a long press on the icon. After the prog?rammed time, a value from 128 to 192
(0x80 to 0xC0) is sent to the object and the KNX actuators will save their current state in the internal scene of the number corresponding to it.

0 Savelplay scene 1 byte 18.001 ) o

5.3.6 IP camera

If the type of IP camera icon is selected, a field appears where you can enter the url that allows you to view the images captured by the camera.

Type

|iP Camera

Name

Url

The url must be written in the following format: http://user:password@IP:port/path

For example: http://demo:ingenium@85.152.52.212:8088/image.jpg. The path where the camera saves the captures it makes should be consulted in
the manufacturer's documentation for each specific model.

www.besknx.com KN X
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5.3.7  Colour picker

When the Color Picker type is selected, the following objects are displayed

Object Name Length DPT
0 Red drive 1 byte 5.001 ) .
1 Red notification 1 byte 5.001 ) ) .
2 Green drive 1 byte 5.001 ) .
3 Green notification 1 byte 5.001 ) ) .
4 Blue drive 1 byte 5.001 ) o
9 Blue notification 1 byte 5.001 ) ) o
6 Drive On/Off 1 bit 1.001 ) o
6 Onl/off notification 1 bit 1.001 ) ) o

"5.4 Oster functions

54.1 Dateltime

Click Project>Date/Time to display the configuration window.

The device can work as a date and time master or as a slave on the KNX bus by sending or receiving the corresponding date through telegrams from
other KNX devices.

@ Date/Time - O X
Time

Fimevalue . 0/0/0 (dpt 10.001)

[Time feedback . 0/0/0 (dpt 10.001)
Date

[pate vaie . 0/0/0 (dpt 11.001)

[Date feedback . 0/0/0 (dpt 11.001)

www.besknx.com KNX
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0 Time trigger (input) 3 bytes 10.001 ) .
Time notification
1 (departure) 3 bytes 10.001 ) o
2 Date activation (input) 3 bytes 11.001 ) °
3 Notification date (entry) 3 bytes 11.001 ) o

Fill in the group addresses in objects 0 and 2 if the display is to be a date/time slave on the KNX bus. On the other hand, fill in the group addresses in objects
1and 3 if itis to be a dateftime master. In this case, use the device's options menu to set the current settings (refer to the device's user manual).

5.4.2 Technical alarms

Click on the following button or on Proyect-> Technical alarms to display the configuration window. In this window the alarm group address list should be
added.

Name

[Group Address . 0/0/0

Group Address

@] :

When receiving an alarm, the device displays a warnin? icon on the screen and can send an email or a notification if the service has been configured. If
a“1"is received in the configured group address, the alarm is triggered, if a “0" is received, the alarm will be cleared.

Object Name Length DPT

X Technical alarms 1 bit 1.001 ° . .

5.4.3 Intrusion alarm

Click on the following button or on the Project > Intrusion to display the configuration window of the intrusion alarm.

www.besknx.com KN X
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[Eettingrunsatting of sendng . 0/0/0
[Feedback setting/unseiting . 0/0/0
Jintrusion alam . 0/0/0
r_.‘ Iu\ar'n activation . 0/0/0
Setting time 30
Unsetting time 20
[ Repeat activation notification
In order to make use of the new
features of the intrusion alarm it is
PRKLATHBUS K fomare - [ x|
0 Armed/disarmed actuation ~ 1bit  1.001 . )
1 Arm/disarm notification 1bit  1.001 ) )
2 Alarm shot 1bit  1.001 ) .
3 Alarm activation 1bit  1.001 . )

The arm/disarm drive is the group address by which the alarm is armed/disarmed. Once armed/disarmed, it sends its status through armed/disarmed
notification. The alarm trigger consists of the linked I?Iroup address by which the alarm is triggered. The alarm activation is activated after the alarm
trigger. The arming and disarming time can be modified and the arming notification repeat can be activated.

54.4 Macros

A macro can be an action or group of actions that are executed simultaneously. These macros can be programmed weekly in the time menu of the device
(refer to the device's user manual) and are programmed as explained below.

First click on the menu Project -> Macros to display the configuration window. Then right click on the tree on the left and add a macro.

aeroy Macro0
DPT 1.* 1-bit - 0

+
fil

Assign a name/description to the macro and then write the group address and size and the data sent. Click on the + button to add new events or on the
trash can to delete them. It is also possible to program delays between telegrams by selecting the corresponding function.

/—\‘ 19
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[~ Hidden

Macro0

OPT1-1ht Jhl O
-~

The device allows the execution of macros that cannot be modified or visible by the user to be programmed annually, if necessary. This does not
exclude that the user can create their own macros and timings on the device itself, but it can be useful if you want a configuration made by the
programmer to not be able to be modified.

5.4.5 Values in labels

To display values received by the bus in the name labels of the icons, the following format characters can be used in the "name" field of the icon:
%d 1 bit (dpt 1.%)

%hu 8 bit unisigned (dpt 5.%)

%hd 8 bit signed (dpt 6.%)

%u 2 bytes unisigned (dpt 7.%)

%d 2 bytes signed (dpt 8.%)

%f 2 bytes float (dpt 9.%)

The label will show the value received through the feedback object of the icon formatted with the operators above.

In the case of 2-byte floating, it can be defined the number of decimal places by adding ".x" for example: %.1f = 1 decimal or %.3f = 3 decimals. In the
example 1, a button displays the value received in lux (dpt9) and the text "lux" is added.

If the icon type has more than one notification object (input) then you may select the object to show adding “[x, y, z]" at the end of the label. In the
example 2, a color picker icon type shows its three values:

pe pe
| Color Picker . |Button .
ame Name
R=%d G=%d B=%d [0,1,2] %. 1f lux
Example 1 Example 2

www.besknx.com KNX
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5.4.6 Logic gates

This device incorporates an advanced Arithmetic and Logic Unit (UAL) that allows to do complex logic operation using internal or external variables with
an intuitive and visual programming.

Each logic gate can include up to four inputs and one output being possible to select the size and format of each communication object and an auxiliary
object to enable/disable the gate. There are up to 100 logic gates that can be liked by group addresses and each gate can be triggered or
enabled/disabled by an auxiliary object.

d
|
I

Use the above options to select the number of gate among the 100 available, the type of operation and the number of inputs.

The communication object at the bottom allows to enable/disable the gate. The result of a logic gate is sent to the bus when a new value is received in
its inputs or when the gate is enabled.

5.4.7 Scripts

This device incorporates an advanced scripting programming method developed with its own programming language similar to other programming
languages as C. The scripts allow the programmer to run a simple mood or scenario or to develop his own advanced program execution that can be run
from the bus, sending telegrams or receiving parameters, counting, operating, etc.

The programming language used in the scripts is similar to other languages, for example, a semicolon indicates the end of every sentence. For better
understanding each sentence can be written in a new line and we can use tabulations. There are several functions and reserved words that are
explained next;

- Parameter received from bus
Param

Itis the value received from the knx bus through the group address associated to the script. It can be a bit, a byte or 2 bytes.

It can be used in operations, functions and other commands, even between operators of different size, for example:

varl=(param®*2)+234;

We can also assign to it a new value directly or as a result of an operation during the script execution, for example:
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varl=(param®*2)+234;
param=0;

The parameter will hold the value received or assigned until the end of the script execution. When receiving a floating point 2bytes value, the real
value taken by the “param” is the binary one. Floating point operations are not available.

Variables
varX, g_varX

There are up to 10 local variables “varX” in each script and 10 global variables “g_varX". The variables can be used in any operation, function and other
commands, even between operators of different size. It is not necessary to declare or initialize them because with every script execution they take the
value 0.

varl=(param*2)+234;

g var2=var2+varl;

In the same way as the parameter, we can assign to them a new value directly or as a result of an operation during the script execution. The variables hold
the value assigned until the end of the script execution too.

The variables “varX” are local of its script and they can be used only in its script. The variables “g_varX" are global and they can be used in every script, so
if we need use a value from one script into another, we must send it through a parameter “param” or use a global variable.

Arithmetic and comparison operators
There are two types of operators: arithmetic and comparison.

Arithmetic. =, +, -, *, / (assignation, addition, subtraction, multiplication and division).

These arithmetic operators can be used in any sentence with variables, constant values and also the parameter. The result of an arithmetic operation
can be assigned to the parameter or an internal variable by the operator “=”. Parenthesis can be used to group several operations as common arithmetic
rules.

varl=>5;

var2=(param/2)+(var1*2);

var3=var3+var2;
Notice that all arithmetic operations are done with integers, floating point operations are not possible.
Comparison: ==, >=, <=, > < I= (equal, major or equal, minor or equal, major, minor, different).

Comparison operators are used with the conditional function “if’ as explained next.

Functions: GOTO & IF
Goto X; Go to a line function.

The “goto” function makes the program execution continue from a determined line that it is identified by a label “X” chosen by the programmer.

A label is defined with a combination of letters and/or numbers, but the first character must be a letter always, and the label finishes with ”. For
example:
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goto next;

var1=0; The program continues from the label and the
sentences after the “goto” function are not
Var10=0; executed

next:

varl=param+1;

If (AXB) Conditional function ‘i

The conditional function “if" allows the programmer to execute or not one or more sentences of the script depending on the re sult of a comparison.A
and B are internal variables, constants or the parameter while X is a comparison operator.

If the comparison operation is true, the next line after the “if" is executed. If the comparison operation is false, the prog ram jumps the sentence. For
example:

varl=param; instruction will not be executed
If (param<=100)
varl=0;

If (param>100) ) If the parameter is less than or equal to 100 the next

I the parameter is less than or equal to 100 the next instruction will not be executedin the previous example, var1 will take the value of the parameter
received only if it is greater than 100, if not var1 takes the value 0.
When the programmer needs to execute more than one sentence depending on a condition he can repeat the same “if” function, but it is better to use

the opposite condition in combination with a “goto” function, for example:

If (param>100)
varl=param;

If (param>100)
var2=param*
2;

If (param>100)
var3=param*

3; If (param<=100)
var1=0;

If (param<=100)
var2=0;

If (param<=100)
var3=0;

The previous script is the same than the following one using the opposite conditions:

If (param<=100) If the parameter it is greater than 100 the “goto” is not
goto ne’égr | =param; executed and but following instructions yes

var2=param*2;
var3=param*3;

next:
If (param>100)
goto next2;
varl
var2
var3=0;
next2:
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The programmer can use nested “if’ functions to implement a composed condition. In the following example the script checks if the parameter value is
between 5 and 10. If the condition is true the parameter is saved in the variable 1, if not the variable is 0.

If (param<5)
If (param>10) If the parameter it is not lower than 5, the
varl=param; program jumps directly to the sentence var1=0.
var1=0;

When we use nested ‘i’ functions, we can think that if the first “if’ condition it is false, the following sentence it is not executed, so the second “if’ condition it is
not evaluated. It does not work like this.

In the previous example, the sentence that follows the first “if’ function finishes in the first “;". This means that if the parameter it is not lower than 5 the program
continues with var1=0. We can understand the script better if it is written like this:

If (param<5)
If (param>10) varl=param;
varl=0;
Tabulations and carriage retums are not necessary; they are used for better understanding of the script.

Direct commands
There are several direct commands that are executed with reserved words as explained next:

Sleep X; Being X the time in seconds from 0 to 255. This command stops the execution of the script during the time configured.

Sending telegrams to the bus
Send telegram(X/X/X,dpt,value,command);

XIXIX - 1s the group address form 0/0/1 to 31/7/255.

dpt - Indicates the length of the data sent; dpt1, dpt5, dpt7 and dpt9.
value - Is the value sent to the bus.

command - Is the command of the telegram that can be: write or read.

send_telegram(1/1/10,dpt5,150,write);
send_telegram(1/2/15,dpt9,21.50,write);

548  Filtering group addresses

Itis possible to filter a list of group addresses in order to avoid any sending to the bus, for example when linking an output to an input of two logic gates.
Do click on Project > Filtered and write the group addresses to be filtered in the list.
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5.4.9 Screensaver

You can show pictures as screensavers in touchscreens, for that, you must first save the project and after that press the #16 button of the Toolbar panel to a
window will be displayed. In this window you can add or delete the pictures for the screensaver. To add a picture to the list you must press the button “” sign
on it and if you want to remove it from the list you must first select the picture in the list and then press the button with a bin icon on it. The arrows are for
selecting a picture in the list which is displayed on the right.

Press the Off/On button in the Screensaver configuration window to choose if the screensaver pictures will be transferred with the project or not. If the button
shows the Off text, the pictures will not be transferred with the project.

ey
v
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Select within the SIDE KNX the type of visualization by Rooms. This type of visualization allows the control and monitoring of the different installed
devices.

the project

Smart Touch PPL - ETHBUS VIIP

Once the room button has been selected, each of them can be configured by adding a name and a background colour or image.

Room Name

+ multimedia
appliances

+ climate
mported icons

Within the icons tab, the icons will be added that will receive an address so that, when loading the program, they act on the different installed devices
that share that address.

< 1 Room Name -
standard [Thermostat .
Qo ®
@ Image
SON=N
(}O ﬂ:' [j’ &> Color PO swiching (160 Jl] 0/0/0
o/o/o =
eal
- Button S etpoirt temperaiure (dpS) i 0/0/0
® [ = - Shutter/Blind oo =
+ verted - Thermostat o
+ multimedia —
+ appliances =
+ scenes
+ climate

+ imported icons

In the upper right corner, the icons can be defined and addressed so that they perform the functions already described in the ETS.
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Button .

Button functionality

IToggle .

foction . 0/0/0
IFeedback . 0/0/0 5

Once all the icons are defined and addressed, dump the project on the device by pressing the following icon in the upper right corner.

This icon will open the tab where the IP of the device must be entered to load the configuration. Remember that both the computer and the device
itself must share the same network, either by Ethernet or by Wi-Fi.

Configuracion proyecto

IP Address 192.168.1.6
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7 Video intercom

For the video intercom configuration, on the device, you must access the Settings / Connections / Video intercom configuration menu.

I av - Thursd
@ Connections Nids Aoursday

13 October

Internet access =

Internet connection mode

Wi-FH

Wi-Fi connection configuration

Ethernet 1
Ethernet 1 connection configuration. Not connected

Hotspot

Hotspot

Video intercom configuration

Connection with outdoor panels

Check connection
Check internet connection

In the configuration window you will find the following menus:

o Video intercom output.
o Simple call interface.
o  Concierge.

o Video intercoms.

o SIPserver.

@ Video intercoms I ol

Video intercom output e @
Choose the desired output to use videointercoms 2

Simple call interface .

Recommended in case of video issues

Concierge

Press to configure concierge

Video intercoms
Press ) fIOHNQUTC video intercoms
o

) configure a external SIP server

The device can be configured in concierge mode if desired, to do this press the Concierge option, where the IP and the Extension will be entered. The
second of these entered values must match the other communication devices.
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@ Concierge 1144 Puraday

13 October

Network parameters

Accessing from the Video Intercom entry menu, in the video intercoms option, you can communicate the outdoor panels with the compatible devices that
are inside. A name can be added and both the IP and the extension must be placed, which must match of the outdoor panels. In this section you can add a
delay for call forwarding and you can also add a scene which has been previously configured. In case of having a Meet outdoor panel, you must leave its
respective box.

13 October

@ Video Intercom 1144 Thursday

Name

Scene when call received

)

P 1921682

Extension

Doors configuration

oo ey [ Jsecone
delay Eadiels m

Meet O

By clicking on Door configuration, you will access a menu where you must several door opening codes that will allow the opening of the door from the
outside when entering them into the street plate. It is also possible to assign a scene to each code opens doors for it to run when entered.

AM Thursda
© Doors 1150 1500

Escena que se ejecutaran
al abrir la puerta

I

C

Cédigos abrepuertas

L

Door 3
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An external SIP server can be configured in the last of the Video Intercom entry options, with the parameters of the outdoor panel.

@ SIP server ea Iuraday

11:51 130ctober

Enabled O

Domain
User

Password

v ACCEPT

Once the panel is configured, you have to configure the connection of the device with the panel, click on the connection of the entrance panels unil the
icon of port 1, port 2 (in the case of having an Ethemet port) or WiFi appears.

Then, click on the gear B4 to configure the connection.

In the Network parameters a window will appear with the following options:

o |P:Enterafixed IP thatis in the same subnet as the panel.
o Mask: value of the network's subnet mask.
o (Gateway: Network Gateway value.

@ Ethernet 1188 1y

Network parameters

IP 192.168.2.12
Mask  255.255.255.0

Gateway | 192.168.2.1|

Desvio de llamadas automatico

It is used to interconnect VIIPs in the same network .

Force use TCP
Force video calls to use only TCP

Port
Pulse para cambiar el puerto utilizado para llamadas sip

Alternativa 1

In the following options after Network Parameters, Automatic Call Forwarding can be configured to activate call forwarding. If activated, the screen on
which it is configured will forward calls to all devices connected to the same network. Also, you have the option to decide if you want to force TCP use.
It will be possible to change the port used for SIP calls and it will also be possible to activate proxy.

To finish the configuration, you must press Save and the device will ask you to reboot. With this, the device will be ready for us
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Liability limitation: The present document is subject to changes or excepted errors. The contents are continuously checked
to be according to the hardware and software, but deviations cannot be completely excluded. Consequently, any liability for
this is not accepted. Please inform us of any suggestion. Every correction will be incorporated in new versions of this
manual.
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